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Client / End User : Technip Italy SpA (Italy) / DUSLO A.S. (Slovakia) 
Year : 2016 

Work Description : 
Design, detailed engineering, material procurement, construction, testing, CE marking, sandblasting and painting and transportation of eight (8) Columns for  Duslo New 
Ammonia Unit at Sal’ A, in Slovak Republic: 
Design Code : ASME VIII Div. 1 ED.2013 / PED 2014/68/EU / ATX 2014/34/EU 
 

Item Position 
Weight 
(kgs) 

I.D. (mm) 
TL-TL 
(mm) 

Capacit
y (m3) 

Design 
Temp.  
 (°C) 

Design 
Pressure 
(Bar g) 

Test 
Pressure 
(Bar g) 

Shell Material 

010-C-301_CO2 Stripper Vertical 27.300 2.590 18.475 101,80  -25 / 145 3,5 / 0,05 7 
SA 516 Gr 60+ Clad SS 304L _ 9+3mm 
SA 516 Gr 60 _ 14mm 

010-C-302_CO2 Absorber Vertical 250.700 
4.080 / 

2.580 
41.700 407,44  -25 / 150 44 / 0,5 68 SA 516 Gr 70 _ 64 / 41mm  

010-C-551_Purge Gas Absorber Vertical 14.600 560 12.700 3,54  -25 / 100 142 215 SA 516 Gr 70 _ 34mm 

010-C-552_Off Gas Absorber Vertical 1.300 264 10.950 0,588  -25 / 110 25 38 SA 333 Gr 6 _ 10" Sch 40 

010-C-553_Ammonia Recovery Distillation Column Vertical 4.900 800 / 530 13.000 3,75  -25 / 235 27,5 / F.V. 42 SA 516 Gr 60 _ 14 / 10 mm 

010-C-610_Process Condensate Stripper Vertical 51.100 1.350 18.050 26,46  -25 / 440 58,5 / F.V. 139 SA 516 Gr 70+ Clad SS 304L _ 57+3mm 

010-V-301_LP Flash Drum Vertical 92.100 5.270 21.900 517,00  -25 / 120 3,5 / 0,5 6 
SA 516 Gr 60+ Clad SS 304L _ 12+3mm 
SA 516 Gr 60 _ 17 / 15 mm  

010-V-302_HP Flash Drum Vertical 47.600 3.900 11.400 152,00  -25 / 120 9 / -0,5 15,5 
SA 516 Gr 60+ Clad SS 304L _ 18+3mm 
SA 516 Gr 60 _ 23mm 

 


