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Client  / End User : Hellenic Petroleum S.A. [Aspropyrgos Refinery] 

Year : 2003 

Work Description : 
Engineering, material procurement, fabrication, sandblasting-painting and delivery to 
Aspropyrgos site of the following 6 towers and 2 reactors. Also, erection of tower N-4901. 

Item : Ν-4901 _ CD-HYDRO Column 

Content : Hydrocarbon 

Position : Vertical 

TL - TL (m): 51,3 

Internal Diameter (m) : 3,6 / 3,0 

Weight (tns) : 106,78 

Capacity (m3) : 326,23 

Design Code : ASME VIII Div. 1 (Ed.2001) – A/F Stds 

Design Pressure (bar g) : 10 / H.V. (top) 

Design Temperature (°C) : 220 

Hydrostatic Pressure (bar g) : 14,3 

Shell Material : ASTM A516 Gr 70 – 22mm 

Third Party Inspection : Moody Tottrup 
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Item : Ν-4902 _ Water Wash Column 

Content : Water & Hydrocarbon 

Position : Vertical 

TL - TL (m): 16,2 

Internal Diameter (m) : 1,8 

Weight (tns) : 21,65 

Capacity (m3) : 42,7  

Design Code : ASME VIII Div. 1 (Ed.2001)  – A/F Stds 

Design Pressure (bar g) : 18 + F.V.  

Design Temperature (°C) : 75 

Hydrostatic Pressure (bar g) : 25,6 (top) 

Shell Material : ASTM A516 Gr 70 – 20cm 

Third Party Inspection : Moody Tottrup 

 

Item : Ν-4903 _ TAME Column 

Position : Vertical 

TL - TL (m): 21,42 

Internal Diameter (m) : 3,1 

Weight (tns) : 47,22 

Capacity (m3) : 185 

Design Code : ASME VIII Div. 1 (Ed.2001)  – A/F Stds 

Design Pressure (bar g) : 8,5 + H.V. 

Design Temperature (°C) : 185 

Hydrostatic Pressure (bar g) : 11,44 (top) 

Shell Material : ASTM A516 Gr 70 – 15mm 

Third Party Inspection : Moody Tottrup 

 

Item : Ν-4904  _ CD-TAME Column 

Position : Vertical 

TL - TL (m): 26,4 

Internal Diameter (m) : 2,9 

Weight (tns) : 47,82 

Capacity (m3) : 181,3 

Design Code : ASME VIII Div. 1 (Ed.2001)  – A/F Stds 

Design Pressure (bar g) : 8,5 + H.V. 

Design Temperature (°C) : 185 

Hydrostatic Pressure (bar g) : 11,3 (top) 

Shell Material : ASTM A516 Gr 70 – 18 & 15mm 

Third Party Inspection : Moody Tottrup 
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Item : Ν-4905 _ Methanol Extraction Column 

Content : Water & Hydrocarbon 

Position : Vertical 

TL - TL (m): 18,1 

Internal Diameter (m) : 1,6 

Weight (tns) : 23 

Capacity (m3) : 37,5 

Design Code : ASME VIII Div. 1 (Ed.2001)  – A/F Stds 

Design Pressure (bar g) : 18 + F.V. 

Design Temperature (°C) : 75 

Hydrostatic Pressure (bar g) : 25,35 (top) 

Shell Material : ASTM A516 Gr 70 – 18mm 

Third Party Inspection : Moody Tottrup 

 

Item : Ν-4906 _ Methanol Recovery Column 

Position : Vertical 

TL - TL (m): 29,9 

Internal Diameter (m) : 1,7 

Weight (tns) : 22,67 

Capacity (m3) : 37,5 

Design Code : ASME VIII Div. 1 (Ed.2001)  – A/F Stds 

Design Pressure (bar g) : 3,5 + F.V. 

Design Temperature (°C) : 155 

Hydrostatic Pressure (bar g) : 4,55 

Shell Material : ASTM A516 Gr 70 – 16mm 

Third Party Inspection : Moody Tottrup 

  

 
 

 


