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Client/End User  : Prosernat s.a. / TOTAL Raffinaderij (Belgium) 

Year : 2015 

 

Work Description : 

Endorsement of the design dossier, Detailed workshop engineering and fabrication 
studies, Material procurement and fabrication, Testing and Inspection, Packing and 
Marking, Final Documentation 
Design Code : ASME VIII Div. 1 latest Ed. + PED 97/23/EC / TOTAL Specs  

Item : C-94403A/B 
S&T Heat Exchangers 
Regenerator Reboiler 

C-94202 
UNSAT ROG Compressor 

Aftercooler 

 Shell Side Tube Side Shell Side Tube Side 

Type : BKU AE 

Category / Module : IV / G IV / G 

Fluid : Amine LP Dusperheated 
Steam 

Unsaturated 
Offgas 

Cooling Water 

Position : Horizontal Horizontal 

TL - TL (m): 9,11 7,0 

Internal Diameter (m) : 1,8 0,6 

Weight (tns) : 15,78 5,18 

Weight _ Bundle (tns) : 5,75 2,04 

Capacity (m3) : 18,1 3,3 1,85 0,77 

Design Pressure (bar g) 
: 

6,5 / F.V. 6,5 / F.V. 23,5 18,0 

Test Pressure (bar g) : 11 11 33,6 25,8 

Design Temperature 
(°C) : 

250 / -20 300 / -20 185 / -20 185 / -20 

Shell Material :  SA 516 Gr 65N _ 13mm SA 516 Gr 70N _ 12mm 

Tube Material : SA 213 Tp 316L NACE MR0103 _ 
Ø19,05x2,11 'U' 

SA 179 _ Ø19,05x2,11 '' 

 Moderate Wet H2S Service (Shell Side) 
Very Toxic Fluid 

 

 


